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8 MIL LLDPE BLACK POLYCASE  

 
8 MIL LLDPE BLACK POLYCASE 
Perf'd @ 22' for 18' & 20' Pipe Joint   

Non-Perf'd - Continuous Roll   

     

PIPE Layflat  Roll  PIPE Layflat Roll 

SIZE Width  Length   SIZE Width Length 

4" - 6" 16" 500  4" - 6" 16" 506 

8" 20" 500  8" 20" 506 

10" 24" 500  10" 24" 440 

12" 27" 500  12" 27" 396 

14" 30" 500  14" 30" 352 

16" 34" 500  16" 34" 308 

18" 37" 500  18" 37" 308 

20" 41" 500  20" 41" 264 

24" 54" 500  24" 54" 220 

30" 67" 440  30" 67" 220 

36" & 42" 81" 360  36" & 42" 81" 176 

48" 95" 220     

 54" & 60" 108" 220  

64" 121" 110  

       

4 MIL CROSS LAMINATED  
Continuous Roll  

    

PIPE Tube Roll  

 SIZE Size Length   

4" - 8" 20" 500  

10" 24" 500  

12" 27" 500  

14" 30" 500  

16" 34" 500  

18" 37" 500     

20" 41" 500     

24" 54" 500     

30" 67" 500     

36" & 42" 81" 500     

48" 95" 500             
54" & 60" 108" 500                                     

               
 
 
 
 

 
 
 

 
 
 
 

 

Restrained Joint ID Tape  
3" X 300 ft. Polyprophylene 

printed: 
 

"RESTRAINED JOINT - 
JUNTA ACERROJADA" 

 
Custom Colors & Text 

Fulton No. 355 Black  
Pipe Wrap Tape 

 
Width: 1 1/2" - 2" - 6" on 

100 ft. rolls 
See "Tape Table " for 
tape required feet per 

joint 
 

     TAPE TABLE  
 
 Pipe Size       Tape / Joint  
 
  4" -  6" Pipe          5 ft. 
  6" -  8" Pipe          8 ft. 
10" - 14" Pipe        11 ft. 
16" - 20" Pipe        15 ft. 
24" - 30" Pipe        21 ft. 
36" - 42" Pipe        25 ft. 
48" - 54" Pipe        35 ft. 
60" - 64" Pipe        39 ft. 
 
Based on 1 turn at each 
end + 6 ea. 4" strips + ~ 
5% extra 
 
click here for installation 
instructions 
 

Meets or exceeds ANSI/AWWA C105/A21.5 -99:  
Virgin Polyethylene Resins 
Tensile & Elongation - ASTM D882 MD & TD 
Dielectric Strength - ASTM D149 
Impact Resistance - ASTM D1709 
Propagation Tear Resistance - ASTM D1922 MD & TD 
Thickness - Full 8mil LLDPE / 4mil CLHDPE 
Width per Standard Table 1 - Marking per Sec. 4.3 
 

 

 

 

Due to the wide variation of color 
coding requirements it is often not 
practical to provide full-size tubes 
of polyethylene film in appropriate 
colors. 
 
A practical alternative is to use F-E 
Pipeline ID Film - Available in 12" 
wide x 1,400 lineal foot rolls. 
 
In stock for Reclaimed and Potable 
Water. 
 
Call for availability for other 
requirements. 

 


